DOEACC SOCIETY, KOLKATA CENTRE
Jadavpur University Campus, Kolkata — 700 032
An Autonomous Society under Department of Information Technology,
Ministry of Communication and IT, Government of India.

CORRIGENDUM

Reference Tender No. DSK/SaltLake/2010-11/05 advertised on 12.8.2010 for Civil (including piling), plumbing/
sanitary work of B+G+3 storied (in first phase) of B+G+13 storied office building of DOEACC Society,
Kolkata Centre, at BF-267, Salt Lake, Kolkata due on 2.9.2010. A Corrigendum/addition/modification has been
made. Corrigendum has been issued and the same is available at DOEACC Society, Kolkata Centre website
www.doeacckolkata.in with downloading facility. Please refer DOEACC Society, Kolkata Centre website. All the
tenderers shall enclose the corrigendum issued duly stamped and signed at each page with the offer. A copy of the
corrigendum/ addendum/ modification may also be collected from the office of DOEACC Society, Kolkata Centre (during
11:00 to 16:00 Hrs. on working days).

Please note that the due date of the offer has been extended to 8™ September, 2010 at 15:30 Hrs and date of opening of
Tenders to 8" September, 2010 at 16:00 Hrs.
Other than the above, currently there is no change in the tender document
A. Das
Dy. Director (F&A)
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DOEACC SOCIETY , KOLKATA CENTRE

(An Autonomous Society under DIT, Ministry Of Communication and [T, Government of India)
Jadavpur University Campus, Kolkata — 700 032

No. : DSK/SaltLake/2010-11/05 Dated at Kolkata, August 31, 2010

Corrigendum / Addendum / Modification to tender notification No.

DSK/SaltLake/2010-11/05 advertised on 12.8.2010 for civil (including piling),

plumbing / sanitary works (Phase-1) for B+G+3 stories of the proposed B+G+13
storied IT / ITES Building of DOEACC Society, Kolkata Centre, at BF-267, Salt

Lake, Kolkata-700106

51 Reference Published as Will be modified as

No.

1 Page no. 36, Supply, fitting. fixing and Supply, fitting, fixing &
item no, 27 commussioning of pump & commissioning of pump &
of Tender motor of approved brand with  motor (monoblock type) with
Document 50 mm dia delivery upto 15 65 mm suction & 30mm

2 Page no, 35,

floors height, complete with
base plate mounting spring,
nuts and bolts, non return
valve, foot valve & pressure
guage complete.

Supply, fitting and fixing white

delivery, three phase 10H.P,
7.5 kw motor of total head 40
to 68 M, ensuring adequate
supply to O.H tank over 50 M.
complete with base plate
mounting spring, nuts and
bolts, non return valve, foot
valve & pressure guage
complete.

Supply, fitting & fixing white

itemno. 12 vitreous chinaware of vitreous chinaware, 10 litre

of Tender approved  brand  flushing capacity flushing cistern of

Document cistern. complete  with all approved brand, complete with
fittings, C.I brackets PVC all fittings, G.1 brackets, PVC

3 Page no. 18,

connectors, complele.
The quoted rates shall include

connector.
Permission of cutting of trees

item no.01  clearing the site from all from Forest Department / any
of Tender shrubs, bushes, trees before other statutory authority will
Document commencement of work, even be obtained by the contractor

it not otherwise specified.
Trees with a mith of above
450mm.measured 300mm
above ground level shall be cut
with prior approval from the
employer & Forest
Department,

on behalfl of the DOEACC
SOCIETY Kolkata Centre,
who will make all necessary
applications & facilitate the
contractor to get the necessary
pernmissions. Quoted rates
should include the charges of
cutting & clearing of shrubs,
bushes & trees,



4 Page no.21,
item no.03
of Tender
Document

5 Page no.29 |
item no.49
of Tender
Document

f Page no.33,
item no.2 of
Tender
Document

7% Page no.o,
Clause no,3
of Tender
Document

Hire and labour charges for

shoring  work  (including
necessary close plank walling,
framing Salbulla  pilling

stritting etc.) complete as per
direction of the site engineer
for foundation excavation.
(vertical surface area 1In
contact with supported earth is
to be measured) (this item
should be executed on specific
direction of the site engineer)

Supply, fabrication, fitting &
fixing of factory made fire
check door shutter of M.S,
confirming to the relevant 1.5
code & with 2hrs. Fire rating
& with 200X200 wire glass
panel, complete with hinges,
handles & lock & painting.

Heavy cast iron pipe
conforming to 1.5.3989/1970
and L5 1729/1964 with

bobbins, nails ete. including
makings holes in the walls,
floor ete, and cutting trenches
gtc, m any floor through
masonary & concrete, if
necessary, and mending good
damages as NECEssary,
including bitumen coats to the
mside surface, complete with
lead joints,

I'We enclose herewith my/our
tender along with Eamest
Money remittance of  Rs
__ (Rupees )
only, ( /D, P/O no.

dated ) amounting to 2.0
% of my/ our total gquoted
value

Also, that in the event we are
unable to mobilize and start the
work in a  meaningful
manner within the stipulated
period, our work order may be
cancelled and EMD
forfeited, as per tender
conditions.

SUBSTITUTION
Hire & labour charges for
mobilization,  transportation,
installation and maintenance of
sheet piles upto a depth of 5.5
m below G.L with pile sheets
of adequate length & thickness
& necessary rolled steel joists,
including  taking  out &
removing the entire system
after completion of work. The
entire work shall be carned out
following all safety norms as
per code. Measurements &
payments shall be made on the
contact area with soil in
vertical  alignment  of  the
excavated area.
Quantities to remain same
Supply, fitting, & fixing of
double leaf hinge type 2hrs fire
rated doors shutter with 1.25
mm thick M.8 sheet cladded
on both sides of 40 mm thick
shutter with  infill materials
confirming to relevant LS code
and with wire glass panel 200x
200, complete with handles,
lock & paintings.

Heavy cast iron  pipe
conforming to 1.5.3989/1970
with  bobbins, nails ete,

including makings holes in the
walls, floor etc, and cutting
trenches etc, in any floor
through masonry & concrete, if
necessary, and mending good
damages as necessary,
including Bitumen coats to the
inside surface, complete with
lead joints.
Quantities to remain same
['We enclose herewith my/our
tender along with Earnest
Money remittance of  Rs
(Rupees )
only, ( D/D, P/O no.
dated ) amounting to 2.0
% of estimated cost of Rs 475
laes,
Also, that in the event we are
unable to mobilize and start the
work in & meaningful
manner within the stipulated
period, our work order may be
cancelled and EMD
forfeited, as per tender

conditions,
foge. =/8




8 Page no. 8,
conditions
of contract
in Tender
Document

9 Page no.4,

Cl (i),

instruction
regarding
submission
of tenders in

Tender

Document

10 Pageno4,

Cl. (ii).

Instruction
regarding
submission
of tenders in

Tender

Document
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EARNEST MONEY
DEPOSIT (with Tender)
: 2.0 % of total quoted value

i) Technical bid ; Detail of the
firm or the company with the
address, phone and name of the
responsible person who  will
look after this work and his
mobile phone. Valid / current
trade license, [T clearance
certificate, list of similar
works in Govt  Govt.
Autonomous [/ PSU  executed
in the last three years of value
not less than 250 lacs in single
contract {copy of work order
& completion certificate to be
enclosed along with payment
certificate.)

Detail of bank and solvency
certificate of a minimum of
Rs.40 lacs from the
bank

ALL THE ABOVE TO BE
PUT IN ONE SEALED

ENVELOPE MARKED A
AND NAMED
‘TECHNICAL BID’.

ii) Price bid: Shall contain the
tender documents, including
stipulated  enclosurgs,  duly
signed and stamped on all
pages as acceptance of all
terms and conditions. Rates,
amount and total to be filled up
in the schedule of works
for all items,

EMD of 2.0 % of total
quoted value in the form of
pay order / demand draft is

to be enclosed in favour of
DOEACC SOCIETY,
KOLKATA CENTRE,

payable at Kolkata.

EARNEST MONEY
DEFOSIT (with Tender)

: 2.0 % of the estimated cost
of Rs 475 lacs,

Techniecal bid : Detail of the
firm or the company with the
address, phone and name of the
responsible person who  will
look after this work and his
mobile phone. Valid / current
trade license, 1T clearance

certificate, list of similar
works in Gowvt)  Gowvt.
Autonomous [ PSU  executed

in the last three years of value
not less than 250 laes in single
contract (copy of work order
& completion certificate to he
enclosed along with payment
certificate.)

Detail of bank and solvency
certificate of a minimum of
Es.40 lacs trom the
bank

EMD of 2.0 % of the
estimated cost of Rs 475 lacs
in the form of pay order /
demand draft is to be
enclosed in favour of
DOEACC SOCIETY,
KOLKATA CENTRE,
payable at Kolkata.

ALL THE ABOVE TO BE
PUT IN ONE SEALED
ENVELOPE MARKED A
AND NAMED
‘TECHNICAL BID’,

ii} Price bid: Shall contain the
tender documents, including
stipulated  enclosures,  duly
signed and stamped on all
pages as acceptance of all
terms and conditions. Rates,
amount and total to be filled up
in  the schedule of works
for all items.

ALL THE ABOVE TO BE
PUT IN ONE SEALED

ENVELCPE MARKED
B AND NAMED ‘PRICE
BID,

Po-}c.f'_ 3/‘3
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Page no.22
&23 , item
no. 9 of

Tender
Document

ALL THE ABOVE TO BE
PUT IN ONE SEALED
ENVELOFPE MARKED
B AND NAMED ‘PRICE
BID".

Installation of R.C.C. cast-in-
situ bored piles in position as
per specification on all kinds
of soil except rock of any
hardness including cost of
boring by chisel and bailer
method using rig  boring
systems with Direct Mud
Circulation (D.M.C) method
by mechanical means ( No
auger boring will be permitted)
using Bentonite to stabilise and
flushing/washing the bore of
excess mud with freshly
prepared drilling fluid
(Benlonite) by using pumps
prior to placing concrete by
Tremie method in the
continuous  operation  and
including the cost of materials
and labour for placing of
concrete and also including the
cost and charges of all
implements. (i.e. pilling ngs,
equipments machineries etc.
and their mobilisation)
necessary for boring, placing
of concrete and lowenng of
reinforcement cage complete
mside the pile. The pile
reinforcement shall be properly
welded as per LS. specification
at all joints both in case of
main reinforcement and lateral
ties etc, complete as per
drawing and direction,
including loading, unloading &
carriage of cement and steel
reinforcement at site complete.
The work to be carried out as
per 1.5 standard with latest
amendments, including
removal of the betonite sludge
& clearing the site.

The basic shaft length of the
piles below cut off levels are
specified in the drawings. The
casing pipe to be used for the
bore used should be of 3.0m
minimum length from G.L.
The empty bore i,e the depth
up to cut-off-levels from the

Installation of R.C.C. casl-in-
situ bored piles in position as
per specification on all kinds of
soil of any hardness except
rock including cost of boring
by chisel and bailer method
using rig borng systems with
Direct  Mud Circulation
(D.M.C) method by
mechanical means ( No auger
boring will be permitted) using
Bentonite to stabilise and
flushing/washing the bore of
excess mud with freshly
prepared drilling fluid
(Bentonite} by using pumps
prior to placing concrete by
Tremie method i the
continuous  operalion  and
including the cost of materials,
but excluding the cost of
reinforcement, and labour for
placing of concrete and also
including the cost and charges
of all implements. (1.e. pilling
rigs, equipments machineries
ete, and their mobilisation)
necessary for boring, placing
of concrete and lowering of
reinforcement cage complete
inside the pile. The pile
reinforcement shall be properly
welded as per LS. specification
at all joints both in case of
main reinforcement and lateral
ties etc. complete as per
drawing and direction,
inchuding loading, unloading &
carriage of cement and steel
reinforcement at site complete.
The work to be carried out as
per L5 standard with latest
amendments, including
removal of the betonite sludge
& clearing the site,

The basic shaft length of the
piles below cut off levels are
specified in the drawings. The
casing pipe to be used for the
bore used should be of 3.0m
minimum length from G.L.

The empty bore i,e the depth

Ao
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18 Pageno.8,  Security Deposit SECURITY DEPASIT

item no.07
of 10,0% total as below — {a) 2.0 % as earnest money
Conditions  (a) 2.0 % as earnest money (b} 10.0% from each R/A bill
of Contract (b)) 8.0% from each B/A bill & subject to a maximum of 5.0%
final bill. of the estimated cost.
R 01/ /to
All other terms and conditions will remain unaltered

A, Das

%@@% Dy. Director (F&A)
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